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This certificate confirms that 

representative samples of 

 COMPONENT - OUTLET BUSHINGS AND FITTINGS  

See Addendum Page 

   

  Have been investigated by UL in accordance with the 

component requirements in the Standard(s) indicated on 

this Certificate. UL Recognized components are incomplete 

in certain constructional features or restricted in 

performance capabilities and are intended for installation in 

complete equipment submitted for investigation to UL LLC. 

   

Standard(s) for Safety:  UL 514B and CSA C22.2 No. 18.3-12-- Conduit, Tubing, 

and Cable Fittings 

UL 50E and CSA C22.2 No. 94.2-15-Enclosures for 

Electrical Equipment, Environmental Considerations 

UL 746C--Polymeric Materials - Use in Electrical Equipment 

Evaluations  

Additional Information:  See the UL Online Certifications Directory at  

https://iq.ulprospector.com  for additional information. 

 
 

This Certificate of Compliance does not provide authorization to apply the UL Recognized Component Mark. Only 
the UL Follow-Up Services Procedure provides authorization to apply the UL Mark.  
 
Only those products bearing the UL Recognized Component Mark should be considered as being UL Certified 
and covered under UL’s Follow-Up Services.  
 
Look for the UL Recognized Component Mark on the product.   
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This is to certify that representative samples of the product as specified on this certificate were tested 
according to the current UL requirements. 
 
 
USR, CNR - Liquid-Tight Flexible Nonmetallic Conduit Connector, Series BHP, Cat. No. BHP, followed 
by M or N, may be followed by N, followed by -0, -1, -2, -3, -4 or -5, followed by 1, may be followed by 
(V2). 
 
USR, CNR - Liquid-Tight Flexible Metallic Conduit Connector, Series BHP, Cat. No. BHP, followed by -
01, followed by M or N, followed by BN or X, followed by C or N, may be followed by (V2), may be 
followed by (303), (304), (316) or (316L). 
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